


CubiScan 50-PS
Specifications

Data files are created, managed, and made available 
for transfer to a host data processing system.

	 The CubiScan 50-PS is a small static cubing system 
designed to measure and weigh parts and components 
with great precision and accuracy.  Using sophisticated 
photo-optic sensing technology, the 50-PS is able to  
measure "irregular" items, including a wide variety of 
non-cuboidal objects, to an accuracy of 0.05 inches  
(1 mm). Common uses include, carton selection, storage 
space selection, and other warehouse management 
system applications in medical supply, pharmaceutical, 
apparel, hardware, and consumer goods distribution 
environments. 
	 The CubiScan 50-PS is operated in conjunction 
with a user-supplied personal computer. It has a 
maximum measurement range of 18 x 13.5 x 13.5 inches 
(450 x 345 x 345 mm) and a net weight capacity of 33 
pounds (15 kg). Dimensional measurement resolution is 
0.05 inches (1 mm), weighing resolution is 0.005 lbs (2 g) 
for items weighing up to 10 lbs (5 kg) and 0.01 lbs (5 g) 
for items weighing more than 10 lbs (5 kg).
	 Each unit has one active serial communication 
port and uses AC 100~230V (50/60 Hz) power. Proprietary 
interface software, called Qbit™, accompanies the 
system and allows for menu-driven operator control, 
real-time error checking, data buffering, and transfer 
capabilities.  
	 The CubiScan 50-PS can be equipped with a 
mobile cart and useful accessories such as a portable 
battery system and bar code scanning equipment to 
make a complete mobile cubing and weighing work 
station.  
	 The CubiScan 50-PS utilizes advanced sensing 
technology which is safe for operators and freight.
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CubiScan® and the Quantronix logo are registered trademarks of Quantronix, Inc.

Scanning New Dimensions™, Qbit™, QbitWIN™, and The FreightWeigh System™ are trademarks of 
Quantronix, Inc.  Windows® is a registered trademark of Microsoft Corporation.
 
CubiScan software and firmware are protected by international and domestic copyrights.
 
CubiScan 100 measurement products incorporate technology protected by U.S. Patent No. 5,422,861 and 
foreign patents. 
 
CubiScan 150 measurement products are protected by one or more of U.S. Patents 5,422,861 and D490,328 
and foreign patents.  Other U.S. and international patents are pending.
 
CubiScan 1000-VS measurement products incorporate technology protected by U.S. Patent No. 7,277,187 
and foreign patents. 
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